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stopfor™ K
New generation automatic fall
prevention device
• Use on 10.5 - 12.5 mm dia-

meter braided rope.
• New blocking system without

jaws.
• With M41 and M42, 30 cm

webbing lanyard.
• Available with connectors

M10, M41 and M42.
• Complies for use on terrace

structures.

Model Code
with M10 098469
with M41 and strap 098479
with M42 and strap 098489 
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stopfor™ AP
Automatic fall prevention device for vertical line 
• Operates on 14 mm diameter spliced 

stranded rope.
• Panic jaw triggering device.

• Locking system for
support working.

• Supplied with a 30 cm
webbing lanyard

• Available connectors
M10, M11 and M41.

Model             Code
with M10        017732
with M11        017742
with M41        017752 

stopfor™ B
New generation automatic fall
prevention device
• Operates on 12 - 14 mm 

diameter stitched stranded rope.
• New blocking system without

jaws.
• With M41 and M42, 30 cm

webbing lanyard.
• Available with connectors M10,

M41 and M42.
• Complies for use on terrace

structures.

Model Code
with M10 106189
with M41 and strap 106169
with M42 and strap 106179 

ø 11 mm rope ø 14 mm rope

sown stitched sown

connector M10 M41 M10 M41 M10

05 m 037532 017002 032942 012182 045372

10 m 037542 017012 032952 012082 045092

15 m 037552 017022 032962 012092 045102

20 m 035562 017032 032972 012102 045112

30 m 037572 017052 032992 012112 045132

40 m 037582 017062 033002 025562 045142

50 m 037592 017072 033012 023742 045152

For other lengths, please contact Tractel® (UK) Ltd.

stopfor™ KS
Fall arrester similar to stopfor™ K
with anti-reversibility system

Model Code
with M10 051062
with M41 and strap 051072
with M42 and strap 051082 
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