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1 - stopfor™ SK
• Manual fall prevention device for sloped

roof work.
• Operates on 12 mm braided rope 15 m

long.
Code 036022

4 - stopfor™ M
Manual fall prevention device
• Operates using 14 mm diameter stranded

rope
• For maintenance work on  sloping or

horizontal roofs.
• Available connectors M10 and M41.
• Supplied with a 90 cm rope

lanyard + M10
Code 010162

• Supplied with a 90 cm rope
lanyard + M41

Code 010172

2 - stopfor™ S
Automatic fall prevention device
for vertical line 
• Operates on 14 mm diameter

spliced stranded rope.
• Available connectors M10 and M41.
• Supplied with a 30 cm webbing lanyard + M10.
Code 027348

• Supplied with a 30 cm webbing lanyard + M41.        
Code 027368

Table of 14 mm ropes, see page 8

1 - stopfor™ SK
• Manual fall prevention device for sloped

roof work.
• Operates on 12 mm braided rope 15 m

long.
Code 036022

3 - stopfor™ KSM
Manual fall prevention device
• Operates on 10,5 - 12,5 mm diameter

braided rope 
• For maintenance work on sloping or

horizontal roofs.

Description Code
• KSM M10 051122
• KSM LS30 M41 051132
• KSM LS30 M42 051172
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