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GOLIATH®
Leading
manufacturer of
hand winches

TABOT Industrie design & manufacture, for
more than 30 years, winches, rollers and re-
tractable systems. The company offers one of

the largest ranges of manual winches under
GOLUATH trademark.

Designed for industrial or private applica-
tions, GOUATH winches cover a wide variety
of applications:

® Ratchet winch up to 3 500 kg

e lifting winch (steel and stainless steel) up
fo 2 000 kg

® \Worm gear winch up to 900 kg

® Multi-purpose wall mounted winch up to
200 kg

e Electric winch up to 2 000 kg

® Special winch (dedicated applications) for
OEM and equipment manufacturers.

GOUATH® lifting winches include a builtin self-
activated friction brake and a profective struc-
ture. They conform to European standards and
are CE / GS certified.

All Goliath winches undergo the most rigorous
durability and capacity tests for optimum qua-

lity and safety.

GOLIATH® winches range

G
!

Brake winch (page 4)
For lifting purpose. Includes a selfbraking system.

Compact winch (page 3)
Multi-purpose winch.

Lifting brake winches TPV (page 6)
For lifting purpose. Capacity up fo 1 500 kg.

Boat trailer winch TS (page 7)
Safety winch for boats up fo 3 000 kg

Ratchet winch (page 8)
Reversible ratchet 1, 2 or 3 speeds. Removable handle.

Electrical havling winch and worm gear winch
(please contact us). Capacity up to 2 000 kg.

How to select your GOLIATH® winch

Winch selection

The winch must be carefully selected de-
pending on your application, the load, the
type of cable or webbing strap fitted and
the specific conditions of operation required.
The technical and safety specifications in this
leaflet have been designed fo assist you in
selecting the product you need.

Unless otherwise required by your
application, we recommend the se-
lection of a brake winch with gear
protection, suitable for most lifting
or pulling applications and offering
the most appropriate level of sa-

fety.

Operation

All winches are supplied without cable or webbing strap. It is required to control the winch
after assembly of the cable or the webbing strap by conducting a commissioning test in
accordance with local safety standards.

The winch has to be used and maintained according to the manufacturer’s instructions.
Non compliance to these instructions may create potential safety hazards.

Warning - it is prohibited :
¢ To lift and transport people ;
e [or people to stand under the load
e To lift loads with a cable line not perpendicular to the drum axel
¢ To swing the load during the winching operation
e To hold a load sustained by the winch beyond the operation time.
e To unwind the loose cable and then release the load.
e And particularly regarding the ratchet winches :
- To use the winch for lifting purpose
- To manipulate the ratchet : - when the winch is holding a load
- when the load has not been secured safely.
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GOLIATH’

Compact lifting winches ¢

' ' ® Compact and sturdy lifting winches for loads up to 300 kg.

* Low force on the handle (3daN).
(5100 (5200 (5100pS

® Permanent brake and protection cove for greater safety.
e Operation noise free.
® |deal for a short moving stroke (2 m).

* Patent pending, GOLIATH® is a Trademark of Talbot
Decoupage Emboutissage

...
'h

Safety : permanent brake Compact Removable cover and quick attach handle - Webbing strap option Wallmounting Standard mounting

- 9]

Items Dimensions (mm)

‘ Walmounting e
XY
Note : Winches supplied without cable i sxos 1)

or webbing strap

Type (s100  Cs100mD CS100PS (5200 C5200MD i

Standard  Quick attach handle ~ For webbing strap  Standard ~ Quick attach handle J :5* [
ltem No PF63201 PF63202 PF63204 PF63301 PF63302 MR e P
Maximum rated capacity 100kg  100kg 170 kg 200 kg 200 kg - \| 251 = -
Gear ratio 1/1 1/1 1/1 1/14 1/14 Standard mounting e —
Force on handle at 50% of rated capacity 3 doN 3 doN 3 doN 3 doN 3 doN J %)
Drum cable capacity, @ 3 mm Im Im - 4m 4m s s
Drum cable capacity, @ 4 mm - - - m 2m U
Webbing strap capacity, 1 mm thick,/20 mm wide - 4m . - (\ \ (.
Weight 18kg  18kg 1,8kg 1,8kg 1,8kg = —
Number of winches per box 10 10 10 10 10 — i
Maintenance kit |
Type (s100  Cs100MD CS100PS 5200 C5200MD =
Cable grip PF56006  PF56006 - PF56001  PF56001 =
Handle kit PF56051 - PF56051 PF56051 -
Quick attach handle kit - PF56083 - PF56083

Note: These winches are not designed for moving people and must not be used for that purpose

Lifting kit for home application

Ready for use kit designed for garage, outside use, trap doors or re-
tractable stairs, efc....

O-4-°
bk + + I
l -

Lifting winch Ready for use wire rope Pulley Cable grip connection
Cs100LC & 3 mm Sheave & 25 mm For & 3 mm cable

Capacity 100kg length 10 ou 15 m or sheave & 35 mm

Galvanised steel SWI 580kg SWL 580kg

Available on request in different versions
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GOLIATH’

Brake winches

&6S (€

* Winch with a security self-braking system for lifting
applications. The load can be held without any action
on the handle.

* Cable and webbing strap winch types.

* Capacity up to 650 kg for lifting purpose (last layer).
* Surface treatment : zinc plated or stainless steel 316L
for corrosive environments.

Security : self-braking system

Strong and protective body,
(Constant positive holding of the load)

Webbing strap type
with gear protection

¥

Easy cable mounting,

Zinc plated, black finishing
without drum removal

» @

Brake winches with gear protection
Winches supplied without ‘ &

N

any cable or webbing strap -\ - - .
Cable winch range, with gear protection 4AFMD 4AFD 6AFD 8AFD 12AFD 20AFD
ltem No PF54424 PF53403 PF53603 PF53803 PF53103 PF532003
Lifting capacity 1~ last layer 80 kg 190 kg 240 kg 270kg 490 kg 650 ki

first layer 190kg 340 kg 500 kg 650 kg 900 kg 1180kg
Rolling load capacity on a 20% indline 350 kg 500 kg 750 kg 900 kg 1500 kg 2500kg
Drum-g 27 mm 40 mm 45 mm 54 mm 63 mm 76 mm
@ wire rope 3mm 4 mm 5mm 6 mm 7 mm 8 mm
Length of the wire rope 8m 10m 12m 19m 12m 10m
Winch supplied equipped with ' ‘Y} ﬂ
50 mm webbing strap and hook -] o - '

webbing strap a OOK. — - I
Supplied equipped with webbing strap with hook and gear protection.- 4AFDS 6AFDS 8AFDS 12AFDS 20AFDS
Item No (webbing strap 50mm) - PF53403$ PF53603S PF53803$ PF53103S PF532003S
Rolling load capacity on a 20% indline - 400 kg 700 kg 900 kg 1500 kg 2200kg
Length of the webbing strap 46m 6bm 8m 8m 8m
Winch supplied equipped q 'q ’ ‘\ @
with wire rope with hook. - =P &0 AN\
v

Cable winch range, with gear protection 4AFDW 6AFDW SAFDW 12AFDW 20AFDW
Item No PF53403W PF53603W PF53803W PF53103W PF532003W
Rolling load capacity on a 20% indline 400 kg 700 kg 900 kg 1500 kg 2200 kg
@ wire rope 4 mm 5mm 6 mm 7 mm 8 mm
Length of the wire rope - 10m 10m 10m 10m 10m
Brake winches in stainless steel 316L with gear protection
Winches supplied without *a ‘LJ o j & ‘: "@.}
any cable or webbing stra ' ‘
Cable winch range, with gear protection 4AFMID 4AFID 6AFID 8AFID 12AFID
ltem No PF53417 PF53418 PF53619 PF53824 PF53119
Lifting capacity : ~ last layer 80 kg 180 kg 240 kg 270 kg 490 kg

first layer 190 kg 340 kg 500 kg 650 kg 900 kg
Rolling load capacity on a 20% indline 350 kg 500 kg 750 kg 900 kg 1500 kg
Drum-g 27 mm 40 mm 45 mm 54 mm 63 mm
@ wire rope 3 mm 4 mm 5mm 6 mm 7 mm
Length of the wire rope 8m 10m 12m 19m 12m
Common data
Min. load for the brake function 10 kg 10 kg 10 kg 10 kg 10 kg 10 kg
Gear ratio 1/2,57 1/2,57 1/3,5 1/4,85 1/9.71 1/9.71
Weight 2,2kg 2.7 kg 3,7kg 55kg 74kg 7.8kg
Number of winches per box (Except for the winches in stainless steel) 10 8 6 4 3 2

*Important : These winches are not designed for the transport of people and must not be used for this purpose.
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GOLIATH’

Options (available in master pack only)

Handle with a foldable grip Free-wheeling drum (without load)

"—}.

Wall-mounting accessories

Option M2 Option M4 Carrier plate for 3 to 5NT & 4AF : PFO0471
(for all winches) (only for 20AFD) Other dimensions : PFO1411
Maintenance kit
Winch type 4AFM 4AF OAF SAF 12AF 20AF 4AFMI 4AFI 6AFI 8AFI 12AFI
Handle kit PF56060 PF56060 PF56061 PF56062 PF56063 PF56064 PF56070 PF56070 PF56071 PF56072 PF56073
Cable grip kit PF56001 PF56001 PF56002 PF56003 PF56004 PF56004 PF56010 PF56010 PF56011 PF56012 PF56013
Dimensions (mm)
Important : At least 3 fixing points are required [4AFM : 2 fixing points)
A
B Handle Handle
r 1 BAF R6.25 RS 4AFM  Res R4S J
I | E : 10, 2
il T oM jotr c&) &
M[[: & | Nen ' (?
Il — | [ ;} 31,5 61 15
m’ ] u 125 Z
] 395 256|145
178 :
MH Honﬂe
i H 12/20AF
! U I > oxi0 @11 -_'22 o 4AF Hmi‘e
. i |-_-.|. 105
M “
E 1@ T _ & i O o
152 - ol
o | | O
= 2005 70 e}
o {
F - Handle
I BAF 115 i o
(s]
1o
Winch 4AFM 4AF  4AFI  6AF  6AFl  8AF  8AFl 12AF 12AFl 20AF
A2 250 45 265 265 265 270 294 294 294 2 L Y
B 50 905 885 99 99 100 100 1195 1195 1195 16
( 78 117 117 132 132 132 130 155 155 155
£ 100 100 96 100 100 100 100 100 100 100
§ 126 128 128 161 165 200 200 214 214 214
6 96 96 96 128 130 167 167 170 170 170
H 195 197 202 240 232 290 290 295 295 330
| 27 27 27 27 27 27 27 28 28 28
M 80 80 80 117 117 140 140 140 140 140
N 31 31 31 58 58 81 81 81 81 81
0 68 68 58 68 58 68 58 68 58 68
P 92 92 92 92 92 92 92 92 92 92
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GOLIATH®
Lifting brake winches TA and TPV series C€

* Supplied without cable (option with wire rope and hook for TPV900, 1200 and 1600)
. * Removable handle.
* TA winches for wall mounting application.
* Galvanised steel and black plastic cover.
J—

Patent pending, GOLIATH® is o Trademark of Talbot Decoupage Emboutissage

GOLIATH® winches TPV : Reliability and maximum comfort of use

Permanent & reliable load brake 2 speeds = More comfort Mounting Option : TPV Winch
The internal load brakesystem is automatically activated  Choice between 2 hauling speeds for the TPV1600  Standard mount Wall mounting with 2 handles
as soon as the wire rope is under tension with or without ~ and 2000 and TA1200. The TPV winch canbe ~ The TA winch canbe TPV Winch designed to be used with a handle on the
handle. Allows the change of speed while the winch is in use. mounted on a plate. ~ directly mounted on a wall. ~right side or with a second handle on the left side.
"'ems Q q ' , 9
— — - -
Winch supplied without rope TPV900 TPV1200 TPV1600 TPV2000 TA900 TA1200
Item No PF70901 PF701201 PF701601 PF702000 PF70902 PF701202
Lifting capacity (kg) Lost layer 325 500 560 1500 325 500
First layer 700 900 900 2400 700 900
Rolling load capacity (kg) On 20% indline 1200 1600 1700 3000 3000 3000
Gear ratio 1/4.85 1/9.11 1/4,85and 1/9,71 1/10and 1/21,77 1/4,85 1/4,85and 1/9,71
Drum-3 (mm) 54 63 63 80 54 63
@ 6mm 16 13 13 - 15 13
Wire rope length (m) @7 mm - 10 10 - - 10
@9 mm - - - 10 - -
Handle length (mm) 250 250 250 290 250 250
Number of speeds 1 1 ? 2 1
Handle Fixed Fixed Removable Removable Removable Removable
Winch weight (kg) 51 6,0 6,0 21 5.7 6,0
Units per box 4 4 4 ] 4 4
Maintenance and accessories
\ . ' Adaptation plate (for TPV900/1200
Handle Cable grip g /1600) for direct tube mounting
Type ltem No - ttem No (square tube of 50 mm maximum).
Fi (lngth 250 mm) PFS6416 TA/TPY 900 PF56003 Type liemHo
TA/TPV 1200, TPV1600 PF56004 Plate fo weld PF56415
Removable (length 290 mm) ~ PF56411 TPV 2000 PF56005 Plate o fix by screws PF56413
Dimensions and fixings (mm) s dl o Adaptation plate for tube '_'. ala
Zo= e s S mounting. bl

TPV2000 :
TPV900 TPV1200 TPV1600 TPV2000 TA900 TA1200 e —T ST

g on Nl 213 on o
24 24 24 60,25 24 24
70 10 10 128 10 70
22 22 22 10,5 28 28
245 745 45 2475 45 245
28 28 28 25 130 130
130 130 130 210 485 485

A

B

C

D

;

f

6

H 36 3 3 250 250

| 485 485 485 85 86 86 _ Tul

L5020 250 290 140 140 ol

K186 186 186 252 186 186

L 390 343 343 5188 390 343

W22 212 22 205 13 23

N 119 119 109 1775 43 43

0 246 273 973 3354 20 20

P - - - : 80 60 5
0 BB

R 105105

S 2% 213 =
T 109119 F
U 7 8
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GOLIATH’
C€

Boat trailer security winch TS Series

139

’ Patent pending, GOLIATH® is a Trademark of Talbot Decoupage Emboutissage

GOLIATH® TS : An easy to use safety winch

® Winch delivered complete with strap and hook.
® Colour code indicates strap pulling capacity.
* Galvanized steel and plastic carter.

Izil'

Comfort of use

2 speeds o reduce the effort.
During pulling operation the winch holds the boat even without action on handle.
Up winding without load 10 fimes faster.

Simplicity
Push the strap guide in lower position and pull off the strap... Hitch the boat up.
After the tension of the strap™ . ... the boat is automatically secured.

Constant security
The winch holds the boat. . . you can unhand the handle.

Iltems
4 ’ - - L4
) = v -~ > ”
Winches supplied with strap and hook 15700 15800 15900 151200 151600 153000
Item No PF70700 PF70800 PF70900 PF701200 PF701600 PF703000
Hauling capacity (20% indline) (daN) 700 800 900 1200 1600 3000
Gear rafio Speed 1 1/35 1/4,85 1/4,85 1/4,85 1/4,85 1/10
Speed 2 c - c 1/9.71 1/9.71 /1,71
Strap Length (m) 6 8 8 8 8 13
Colour Black Black Yellow Yellow Green Red
Max force on handle in Boat weight 560kg 700kg 59%kg  780kg  675kg  900kg  900kg 1200kg 1200kg 1600kg 2400 3000 kg
huuﬁng Opemﬁon Force (dUN) 5 7 5 7 5 7 5 7 5 7 2 7
Handle length (mm) 250 250 290 250 290 290
Winch weight (kg) 4,7 57 57 6,1 6,1 21
Units per box 4 4 4 4 4 1
Maintenance and Type Drum complete with strap, Handle length Item No
o hook and strap guide** 250 mm PF56410
accessories f TS700  PF56405 290 mm PF56411
TS800  PF56406
** Strap maintenance is achieved through replacement of the complefe TSQ00  PF56407
drum sub-assembly, delivered with strap and hook. TS1200 PF56408 Adapter plate :
Available at your local authorised distributor TS1600  PF56409 ‘ For TS (Except TS3000)"PF56413
T1S3000 _ PF56427 (strap and hODk) (1) Dimensions page 6
o o o o Be careful: The instuctions of the operation
Dimensions and fixings (mm) & nolsppdui fevindhoeolosty  , p o0 15900 TS1200 751600 153000
= Ll B 285 85 285 285 285 6025
L ) L C 70 70 70 70 70 128
i . D 2 2 22 22 2 10,5
il B. . E 245 245 245 245 45 75
' Yok TP 28 8 8 8 28 15
i " ' G 130 130 130 130 130 210
mr. Winch axis mop 17m | H 46 36 36 36 36 i
s 4| |53 53 53 53 53 85
' I Jo T 1250 250 290 250 290 2%
e — K 186 186 186 186 186 252
7 ' o TS3000 L 430 390 430 390 430 5188
/¢ S ' M 183 208 208 208 208 2205
. i L o N9 m9 19 119 119 7is
7 a1 s /1 0 273 213 213 213 213 3354
0 9 0| = P17 - - 5 - 5
& i S ¥ Q 135
|; 0l O L} L ]} o
. S 48
i . " “ T 225
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GOLIATH’

Pulling winches with ratchet

* Winches only for pulling applications (0% incline or load
independently secured)*.

* Reversible ratchet with free-wheeling facility

* Wide range, 1 to 3 speeds

* Pulling capacity up to 2 700 kg

* Surface treatment : zinc plated

Items

; Set of screws for webbing strap : PF56020
Winches supplied without u g ﬂ ﬂ @ “ m g sirap
il __ . 1 1 s Each  Goliath
5N1 9N1

any cable or webbing strap gt o o éojcgef
16N2 16N2F 25N3F winch can pe Titted inde

L pendently with a cable

Cable winch range 3N1

Item No PFS0301  PF50501 PF50701  PF50901 PFS1601 PESI607 PRS2507 o o wwebbing srap.
Pulling capacity on a 0% incline)* 470 kg 596 kg 123 kg 894 kg 1556kg  1556kg  2741kg Only the fixing sets are
Gear ratio  Speed 1 1/2,57 1/35 1/4,85 1/4,85 1/4,85 1/4,85 1/4,25 different.
gpeegg : : : : 1/9.71 1/9.7 %?Zg Mounting a webbing
pee : : : : : : f Goliath
Drum@ 25 mm 22 mm 28 mm 28 mm 28 mm 28 mm 50 mm forfiﬁei onwmih s?r%?)ly
Hand-brake No No No No No Yes Yes requires a sel of fixin
Weight 2,0kg 3,0kg 4,6 kg 6,0 kg 6,9 kg 7,8kg 13,1 kg sc?ews i be ordered {O%
Number of winches per box 10 1 5 4 3 3 1 ‘
replacement of the usual
Cables and winding capacities cable grip.
Winch type 3NI 5N1 NI 9NI 16N2 16N2F 25N3F
Cable-@ (mm) 3 5 5 6 7 7 8
Mox.length (m) 2 17 32 21 14 14 14 o )
Cabled (mm) 4 6 7 7 8 8 9 Fixing accessories :
Max. length (m) 13 10 14 16 10 10 13 See page 5 (as for brake winches)
Maintenance kit
Winch type 3N1 5N1 N1 9N1 12N2 16N2F 25N3F
Handle kit PF56051  PF56052  PF56052  PF56052  PF56054  PF56054  PF56054 *Important : These winches are neither designed according
Ratchef kit PF56101  PF56102  PF56103  PF56103  PF56103  PF56103  PF56104 to EC standard nor for the transport of people or for liffing applica-
Hand-brake -+ ratchet kit - : - : PE56110  PF56111 tions and must not be used for such purposes. Do not reverse or
Cable grip kit PF56001  PF56002  PFh6002  PF56004  PF56004  PF56004  PF56005 change the ratchet position until the load has been secured safely.
Dimensions (mm)
Handle 9AEN Hondle v
A anT 1 2 L. .
F==i - T — 10010 on o1 Important : At least 3 fixing points are
! 1] o e T T T loca] required
5 |3 5 1 y
J EIL HE G St
{—=HIHC Il VN1 B o
M ype N1 SNT 7N1 9N 16N216N2F 25N3F

—F . 5M1

Conde - — A 230 240 242 270 290 290 345

I_rL_ coi— 8 b s - 205 B 90 99 100 120 120 120 163
[ Bpe & ] : Hondle (130 140 142 165 175 175 230

44 @I D o EDiob _ - E 38 38 38 38 38 38 38
| L. ( &) D1 Fo125 161 200 214 214 214 25

T : | PR o g G100 127 166 171 171 171 190
" w H 200 240 240 253 312 312 348

N Horde . & ool e 5 8

2 :‘m' e e - - - - 30 30 6

2 (Nal ] 174 213 213 213 260 260 260

_j_ 4 ~ ¢ ' I 30 5 8 8 8 8 55

ff @ @ (™ B - - - - - T

s [ms|_ws e len M 88 118 140 141 141 141 175

' i N - - - - - 160 130

Bretteville Taljer & Maskiner AS
Griniveien 159
1359 Eiksmarka

TIf: +47 67 16 69 90
Fax: +47 67 16 68 11

WWW Brettevilletaljer.no
post@brettevilletaljer.no

Due to continuous development, we reserve the right to alter specifications without prior notice



